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CleanAIR® Spiral hose for CA Pressure

Spiral pressure air hose for CA Pressure system

* the picfure is ilustrational only and may vary depending on additional equipment

Description Application

Spiral pressure hose with RECTUS 25 connectars. Connecting parts of CleanAIR® Pressure sysftem.
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TECHNICAL DATASHEET
CleanAIR® Spiral hose for CA Pressure

Spiral pressure air hose for CA Pressure system

Technical specification

Product code 6100 46
Weight 720 g
Lenght 085-10m
Inner diameter 6,5 mm
Outer diameter 10 mm
Max. pressure 1000 kPa
Materials Connectors: Stainless steel
Hose body: Polyamide
Connection Compatible with RECTUS 25, 26 and CEJN 320
Storage condifions —10°C fo + 55°C, humidity 20 - 85 % Rh
Operating conditions + 0°C to + 60°C, humidity 20 - 95 % Rh
63 00 00 CleanAIR® Pressure
67 00 00 CleanAIR® Pressure Flow Master
65 00 00 CleanAlR® Pressure For Mask
6100 50 CleanAIR® Pressure Condifioner

Disclaimer Notice
All the information contained herein is believed to be accurate and is subject to change without notice. Users should independently evaluate
the suitability of each product for their own applications. CleanAIR® products are not designed for, and may not be used in, all applications.



